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BuIlT-In Manual Burner wITh lIp™ 

The decoflame® Built-in Manual Burner with Lip™ is part of the made-to-measure range of decoflame® bioethanol 
fires. Its simple layout makes it versatile and adaptable for a large variety of fireplace applications.

The burner’s length can be 400 - 500 - 600 - 700 - 800 - 900mm. 
On the following page you can find information about the diffrent sizes and download Autocad Drawings for all 
of them. 
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TechnIcAL InfOrMATIOn 

fuel capacity: L
fuel consumption: L/h
Burning time: h
heat output max.: kW
net weight: kg
Minimum room size: m3

400

1.9 
0,33
3 - 6

2 
6.3
42

500

2,5 
0,42
4 - 7 
2,5 
7.4
51 

600

3,1 
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0,68
5 - 9

4 
10.9
80 

900

4,6 
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feATures
• Decoflame® brushed  

stainless steel manual  
burner

• Brushed stainless steel lip
• Adjustable flame height
• No chimney required
• Shutter tool
• Lighter
• Safety chamber
• Fuel Funnel
• 3M Sponge
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113mmsafety chamber 423/523/623/723/823/923mm

Length 445/545/645/745/845/945mm

Wall cut-out is min. 75mm deep

Length 435/535/635/735/835/935mm

Download 2D cad Burner 400

Download 2D cad Burner 700

Download 2D cad Burner 500

Download 2D cad Burner 800

Download 2D cad Burner 600

Download 2D cad Burner 900

finish: Brushed stainless steel and optional 

hardened, optic-white glass

BuILT-In Burner WITh LIp WALL cuT-OuT

https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/Built-in400lip.DWG
https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/Built-in700lip.DWG
https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/Built-in500lip.DWG
https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/Built-in800lip.DWG
https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/Built-in600lip.DWG
https://dl.dropboxusercontent.com/u/16269395/DecoflameAutocad/Built-in900Lip.DWG
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Decoflame strongly recommends installing one or more glass shields in order to protect the flame from draught, while keeping it 
vivid. please see bellow the situations where the glass is optional and where it is mandatory.

Mandatory glass

Mandatory glass

Mandatory glass

Optional glass

Optional glass

Optional glass
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It is imperative to follow the indications in the user manual, concerning the installation of decorative or electronic items above 
the fireplace.

min. 200mm

min. 100mm

min. 400mm

min. 800mm
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Take a video tour in our showroom Take a virtual tour in our showroom

https://youtu.be/qv9DLUCv6Mg
http://live.inviewmap.com/embed/4dc9c9b4ec984a0b89b9062976a6c04d

